
MSS-SP-81 KNIFE GATE



In 1984, our journey into the business of repairing 
valves and industrial instrumentation began. 
That journey has led us to represent and service 
well known American brands and companies. In 
early 2000, our experience and growing passion 
for the valve industry encouraged our decision 
to launch our own brand, Morris Valves. Starting 
with the highly requested Ball Valves, the brand 
has been based on the principal of quality and 
performance to match our customers’ needs. 
Our high standards of production later lead us to 
incorporate other models such as Gate Valve and 
Check Valves to our production. These additions 
were carefully selected to match our Standard 
of Quality. Our success has been driven by our 
belief of “Tradition with Quality” in everything we 
do. Our products are developed with that belief 
which drives our growth and guides the service 
we provide to our customers.

Our vision is to be amongst the leading corporations in the supply of goods and services related to valves, 
their components and industrial equipment in general. We want to conquer new markets in conformity with 
international standards and remain committed to customer satisfaction, the welfare of our company and the 
sustainability of our planet.

Our mission is to use our highly trained, highly focused, and extremely motivated staff to work with 
manufacturers who value quality and have the vision for new development and product applications to ensure 
the timely provision of goods and services related to valves, their components and industrial equipment in 
general. We maintain a rigorous standard of customer satisfaction, which will provide for the welfare of the 
company, the welfare of the countries we serve, and most importantly the sustainability of the planet.

Vision

Contacts

Mision

“Serving the world, one project at a time”

Address: 6803  Theall Rd Building B, Houston, Tx 77066
Telefhone: +1 (832) 666-5576
Cel: +1 (786) 779-7469
Email: sales@morrisvalve.com
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KV15 TYPE

MSS-SP-81 KNIFE GATE VALVE.
UNI-DIRECTIONAL.
WAFER/ LUG. 

FEATURES:
* Full bore body may allow pipeline cleaning. 
* Easy Installation, Light with Strong yoke design.
* The seat ring is set in seat and groove protected with 
a Stainless Steel retaining ring, preventing the seat from 
coming off during the valve normal operations. 
* Highly used in Pulp and Paper, Power plants, Mining, 
Chemical plants, Food and Beverage, Wastewater 
treatment plants.
* Excellent Cost Vs Development.

(2   – 24)”  ..….. 150 psi / (10 kg/cm²)
(26 – 56)”  ..….. 100 psi / ( 7 kg/cm²)

SPECIFICATIONS:
* Design Standard: 
- MSS-SP-81. 2” through 24” in size.
- Sizes above 24” are subject to the to the individual 
Manufacturer’s-Customer, internal design 
specifications and Testing.
* Face to face: 
- MSS-SP-81
* End Connections:
- Wafer/Lug:
•ASME B16.5/ASME B16.47-A, ANSI 150 LB
•DIN2632, PN10
* Test : MSS-SP-81, API 598
* Quality Certificate: EN 10204-3.1, MATERIALS AND 
TEST CERTIFICATE.

MATERIALS  
BODY
YOKE
GATE
STEM 
SEAT
PACKING
ACTUATOR

APPROVED

HOW TO ORDER

Working Pressure: 

SIZE RATINGS END CONN BODY MATL   SEAT MATL   ACTUATOR

- - - - -KV15 -

CLASS(150#)  

BODY
SEAT (SOFT)
SEAT (RETAINER)
DISC
GUIDE PAD.
PACKING
PACKING GLAND
YOKE
PIN
STEM HOLDER

GGG40, WCB, CF3M, CF8M, CF8
EPDM / NBR/FKM / 

WCB, CF8, CF8M, CF3M, F55, F53, ALLOY
SS304/SS316L

PTFE
PTFE

CF8/WCB
A36/Q235 STEEL PLATE

45#/AISI 1045 
WCB

PART            PARTS & MATERIALS
1
2
3
4
5
6
7
8
9

10

STEM
YOKE HEAD
BEARING
STEM NUT
NUT
HAND WHEEL
BOSSES FOR POSITIVE SEATING
BOLT & NUT

CR13/AISI 420/ SS304/SS316
WCB
GCR15
BRASS
ZINC PLATED Q235
GGG40
GGG40, WCB, CF3M, CF8M, CF8

PISTON ROD
SWITCH
CYLINDER
SOLENOID VALVE
FILTER
STOP WEDGE

FE+ZN/SS304

45#+CR
COMPLETE UNIT
COMPLETE UNIT
COMPLETE UNIT
COMPLETE UNIT
GGG40, WCB, CF3M, CF8M, CF8

HAND WHEEL OPERATOR PNEUMATIC OPERATOR
11
12
13
14
15
16
17
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2
2-1/2

3
4
5
6
8

10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
52
54
56

50
65
80

100
125
150
200
250
300
130
400
450
500
550
600

700

800

900

1000

1100

1200

L
48
48
51
51 
57 
57 
70 
70 
76 
76 
89 
89 

114 
114 
114 

127

127 

127 

149 

149 

156 

D
165
185
200
220
250
285
 340
395
445
505
565
615
670
725
780

895

1015 

1115 

1230 

1340 

1455 

D1
125
145
160 
180 
210 
240 
295 
350 
400 
460 
515 
565 
620 
680 
725 

840 

950 

1050 

1160 

1260 

1380 

D2
99

118
132
156 
184 
211 
266 
319 
370
429 
480 
530 
582 
638 
682 

794 

901 

1001 

1112 

1220 

1328 

D0
180
200
200
240 
260 
280 
300 
320 
350 
400 
450 
500 
500 

-
- 

- 

- 

- 

- 

- 

- 

N-Th
4-M16
4-M16
8-M16
8-M16 
8-M16 
8-M20 
8-M20 

12-M20 
12-M20 
16-M20 
16-M24 
20-M24 
20-M24 
20-M27 
20-M27 

24-M27 

24-M30 

28-M30 

28-M33 

28-M33 

32-M36 

d
Ø18
Ø18
Ø18
Ø18 
Ø18 
Ø23 
Ø23 
Ø23 
Ø23 
Ø23 
Ø27 
Ø27 
Ø27 
Ø30 
Ø30 

Ø30 

Ø33 

Ø33 

Ø36 

Ø36 

Ø39 

H1
260
292
320
358
395
450
532
670
758
857
946

1023
Gear
Gear
Gear

Gear

Gear

Gear

Gear

Gear

Gear

L
48
48
51 
51 
57 
57 
70 
70 
76 
76 
89 
89 

114 
114 
114 
114 
127 
127 
127 
127 
127 
149 
149 
149 
149 
149 
156 
156 
156 
171 
171 

D
152
178
191 
229 
254 
279 
343 
406 
483 
533 
597 
635 
699 
750 
813 
870 
927 
985 

1060 
1110 
1170 
1240 
1290 
1345 
1405 
1455 
1510 
1570 
1625 
1685 
1745 

D1
121
140
153 
191 
216 
242 
299 
362 
432 
476 
540 
578 
635 
692 
750 
806 
864 
914 
978 

1029 
1086 
1149 
1200 
1257 
1314 
1365 
1422 
1480 
1537 
1594 
1651 

D2
92

105
127 
157 
186 
216 
270 
324 
381 
413 
470 
533 
584 
641 
691 
749 
800 
857  
914 
965 

1022 
1073 
1124 
1194 
1245 
1295 
1359 
1410  
1461 
1511 
1575 

D0
180
200
200 
240 
260 
280 
300 
320 
350 
400 
450 
500 
500 

- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 

N-Th
4-5/8”
4-5/8”
4-5/8” 
8-5/8” 
8-3/4” 
8-3/4” 
8-3/4” 

12-7/8” 
12-7/8” 

12-1” 
16-1” 

16-1 1/8” 
20-1 1/8” 
20-1 1/4” 
20-1 1/4” 
24-1 1/4” 
28-1 1/4” 
28-1 1/4” 
28-1 1/2” 
32-1 1/2” 
32-1 1/2” 
32-1 1/2” 
36-1 1/2” 
36-1 1/2” 
40-1 1/2” 
40-1 1/2” 
44-1 1/2” 
44-1 3/4” 
44-1 3/4” 
44-1 3/4” 
48-1 3/4” 

d
Ø19
Ø19
Ø19 
Ø19 
Ø22 
 Ø22 
Ø22 
Ø25 
Ø25 
Ø29 
Ø29 
Ø32 
Ø32 
Ø35 
Ø35 
Ø35 
Ø35 
Ø35 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø51 
Ø51 
Ø51 
Ø51 

H1
260
292
320
358
395
450
532
670
758
857
946
Ø32 
Gear
Ø35 
Gear
Gear
Gear
Gear
Gear
Gear
Ø41 
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear

Weight (Kg)

8

10
12.5
16
20
32
47
65
95

122
160
202

290

MAIN EXTERNAL DIMENSIONS (MM)
DIN2632, PN10 NPS (INCH), CLASS 150
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KV25 -TYPE

MSS-SP-81 KNIFE GATE VALVE.
BI-DIRECTIONAL.
WAFER/ LUG. 
CLASS (150) # 

FEATURES:
* Full bore body may allow pipeline cleaning. 
* Easy Installation, Light with Strong yoke design.
* The U-Shaped seat is set in seat and groove, preventing 
media sediment accumulated in the body during the 
valve normal operations. 
* Effective shutoff.
* Highly used in Pulp and Paper, Power plants, Mining, 
Chemical plants, Food and Beverage, Wastewater 
treatment plants.
* Excellent Cost Vs Development.

SPECIFICATIONS:
* Design Standard: 
- MSS-SP-81. 2” through 24” in size.
- Sizes above 24” are subject to the to the individual 
Manufacturer’s -Customer, internal design 
specifications and Testing.
* Face to face: 
- MSS-SP-81
* End Connections:
- Wafer/Lug:
•ASME B16.5/ASME B16.47-A, ANSI 150 LB
•DIN2632, PN10
* Test : MSS-SP-81, API 598
* Quality Certificate: EN 10204-3.1, MATERIALS AND 
TEST CERTIFICATE.

HOW TO ORDER

SIZE RATINGS END CONN BODY MATL   SEAT MATL   ACTUATOR

- - - - -KV25 -

2   – 8)”   .................... 16 Bar
(10 – 24)”  ................. 10 Bar
(26 – 28)”  .................  8  Bar
(30 -  40)  ...................  6 Bar

MATERIALS  
BODY
YOKE
GATE
STEM 
SEAT
PACKING
ACTUATOR

Working Pressure: 

BODY
SEAT (SOFT)
DISC (GATE)
SCRAPER
U-GASKET
PACKING
PACKING GLAND

GGG40, WCB, CF3M, CF8M, CF8
EPDM / NBR/FKM / 

SS304/SS316L
PTFE

EPDM + STEEL
PTFE

CF8/WCB

PART            PARTS & MATERIALS
1
2
3
4
5
6
7

STEM
YOKE
BEARING
YOKE HEAD
STEM NUT
HAND WHEEL
STEM COVER
STEM HOLDER
BOLT & NUT

2CR13/AISI 420/ SS304/

GCR15
WCB
BRASS
GGG40
Q235(GR.D)
WCB

Q235(CR.D)
PISTON ROD

SWITCH
CYLINDER
SOLENOID 
VALVE
FILTER
STEM HOLDER
-

45#+CR

COMPLETE UNIT
COMPLETE UNIT 
COMPLETE UNIT
COMPLETE UNIT
WCB
-

HAND WHEEL OPERATOR PNEUMATIC OPERATOR
8
9

10
11
12
13
14
15
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2
2-1/2

3
4
5
6
8

10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
52
54
56

50
65
80

100
125
150
200
250
300
130
400
450
500
550
600

700

800

900

1000

1100

1200

1350
1400 

L
48
48
51
51 
57 
57 
70 
70 
76 
76 
89 
89 

114 
114 
114 

127

127 

127 

149 

149 

156 

171
171

D
165
185
200
220
250
285
 340
395
445
505
565
615
670
725
780

895

1015 

1115 

1230 

1340 

1455 

1630
1675

D1
125
145
160 
180 
210 
240 
295 
350 
400 
460 
515 
565 
620 
680 
725 

840 

950 

1050 

1160 

1260 

1380 

1540
1590

D2
99

118
132
156 
184 
211 
266 
319 
370
429 
480 
530 
582 
638 
682 

794 

901 

1001 

1112 

1220 

1328 

1480 
1530

D0
180
200
200
240 
260 
280 
300 
320 
350 
400 
450 
500 
500 

-
- 

- 

- 

- 

- 

- 

- 

-
-

N-Th
4-M16
4-M16
8-M16
8-M16 
8-M16 
8-M20 
8-M20 

12-M20 
12-M20 
16-M20 
16-M24 
20-M24 
20-M24 
20-M27 
20-M27 

24-M27 

24-M30 

28-M30 

28-M33 

28-M33 

32-M36 

36-M39
36-M39

d
Ø18
Ø18
Ø18
Ø18 
Ø18 
Ø23 
Ø23 
Ø23 
Ø23 
Ø23 
Ø27 
Ø27 
Ø27 
Ø30 
Ø30 

Ø30 

Ø33 

Ø33 

Ø36 

Ø36 

Ø39 

Ø30
Ø30

H1
260
292
320
358
395
450
532
670
758
857
946

1023
Gear
Gear
Gear

Gear

Gear

Gear

Gear

Gear

Gear

Gear
Gear

L
48
48
51 
51 
57 
57 
70 
70 
76 
76 
89 
89 

114 
114 
114 
114 
127 
127 
127 
127 
127 
149 
149 
149 
149 
149 
156 
156 
156 
171 
171 

 

D
152
178
191 
229 
254 
279 
343 
406 
483 
533 
597 
635 
699 
750 
813 
870 
927 
985 

1060 
1110 
1170 
1240 
1290 
1345 
1405 
1455 
1510 
1570 
1625 
1685 
1745 

D1
121
140
153 
191 
216 
242 
299 
362 
432 
476 
540 
578 
635 
692 
750 
806 
864 
914 
978 

1029 
1086 
1149 
1200 
1257 
1314 
1365 
1422 
1480 
1537 
1594 
1651 

D2
92

105
127 
157 
186 
216 
270 
324 
381 
413 
470 
533 
584 
641 
691 
749 
800 
857  
914 
965 

1022 
1073 
1124 
1194 
1245 
1295 
1359 
1410  
1461 
1511 
1575 

D0
180
200
200 
240 
260 
280 
300 
320 
350 
400 
450 
500 
500 

- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 
- 

N-Th
4-5/8”
4-5/8”
4-5/8” 
8-5/8” 
8-3/4” 
8-3/4” 
8-3/4” 

12-7/8” 
12-7/8” 

12-1” 
16-1” 

16-1 1/8” 
20-1 1/8” 
20-1 1/4” 
20-1 1/4” 
24-1 1/4” 
28-1 1/4” 
28-1 1/4” 
28-1 1/2” 
32-1 1/2” 
32-1 1/2” 
32-1 1/2” 
36-1 1/2” 
36-1 1/2” 
40-1 1/2” 
40-1 1/2” 
44-1 1/2” 
44-1 3/4” 
44-1 3/4” 
44-1 3/4” 
48-1 3/4” 

d
Ø19
Ø19
Ø19 
Ø19 
Ø22 
 Ø22 
Ø22 
Ø25 
Ø25 
Ø29 
Ø29 
Ø32 
Ø32 
Ø35 
Ø35 
Ø35 
Ø35 
Ø35 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 
Ø51 
Ø51 
Ø51 
Ø51 

H1
260
292
320
358
395
450
532
670
758
857
946
Ø32 
Gear
Ø35 
Gear
Gear
Gear
Gear
Gear
Gear
Ø41 
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear

Weight (Kg)
8

10
12.5
16
20
32
47
65
95

122
160
202

290

MAIN EXTERNAL DIMENSIONS (MM)
DIN2632, PN10 NPS (INCH), CLASS 150
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SKV60 TYPE

MSS-SP-81 SLURRY KNIFE GATE VALVE
BI-DIRECTIONAL.
WAFER
CLASS (150) # 

FEATURES:
* Full bore body may allow pipeline cleaning. 
* Easy Installation, Light with Strong yoke design.
* Bi-Directional, Drop tight Shut off.
* On-Line Replaceable Slurry Sleeves.
* Splash Guard for flushing the sediment accumulated 
during the valve normal operations. 
* Highly used in Sugar Plant, Mining, Wastewater 
treatment plants.
Power plants, Pulp and Paper.
* Excellent Cost Vs Development.

2   – 8)”  ................. 16 Bar
(10 – 24)”  ............ 10 Bar
(26 – 28)” …………8  Bar
(30 -  40)  …………. 6 Bar

SPECIFICATIONS:
* Design Standard: 
- MSS-SP-81. 2” through 24” in size.
- Sizes above 24” are subject to the to the individual 
Manufacturer’s -Customer, internal design 
specifications and Testing.
* Face to face: 
- MSS-SP-81
* End Connections:
- Wafer:
• ASME B16.5/ASME B16.47-A, ANSI 150 LB
• DIN2632, PN10
* Test : MSS-SP-81, API 598
* Quality Certificate: EN 10204-3.1, MATERIALS AND 
TEST CERTIFICATE.

MATERIALS  
BODY
YOKE
GATE
STEM 
SEAT
PACKING
ACTUATOR

APPROVED

HOW TO ORDER

Working Pressure: 

SIZE RATINGS END CONN BODY MATL   SEAT MATL   ACTUATOR

- - - - -KV60 -

CLASS(150#)  

BOTTOM TAP/ SPLASH 
GUARD
BODY
DISC (GATE)
SEAT 
GUIDE PAD
PACKING
PACKING GLAND
STEM HOLDER
YOKE
STEM

Q235 (Gr D)
GGG40, WCB, CF3M, CF8M, CF8

SS304/SS316L
EPDM / NBR/FKM /

PTFE
PTFE/EPDM/ GRAPHITE/HIGH WATER BASED

Q235(Cr.D
WCB

Q235(Cr.D)
2Cr13/AISI 420/ SS304/SS316

PART            PARTS & MATERIALS
1
2
3
4
5
6
7
8
9

10

YOKE HEAD
HAND WHEEL
STEM NUT
NUT
BOLT & NUT

GGG40
GGG40
BRASS
Q235(GR.D)

SWITCH
CYLINDER
SOLENOID VALVE
FILTER
FE+ZN/SS304

COMPLETE UNIT
COMPLETE UNIT
COMPLETE UNIT
COMPLETE UNIT

HAND WHEEL OPERATOR PNEUMATIC OPERATOR
11
12
13
14
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2
2-1/2

3
4
5
6
8

10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
56

50
65
80

100
125
150
200
250
300
130
400
450
500
550
600

700

800

900

1000

1100

1200
1400 

L
53
53
55
55
62
62
75
75
82
82
95
95

125
125
125

138

138

138

159

159

166 
181 

D
165
185
200
220
250
285
340
395
445
505
565
615
670
725
780

895

1015

1115

1230

1340

1455 
1675 

D1
125
145
160
180
210
240
295
350
400
460
515
565
620
680
725

840

950

1050

1160

1260

1380 
1590 

D2
99

118
132
156
184
211
266
319
370
429
480
530
582
638
682

794

901

1001

1112

1220

1328 
1530 

D0
180
200
200
240
260
280
300
320
350
400
450
500
500

-
- 

- 

- 

- 

- 

- 

- 
-

N-Th
4-M16
4-M16
8-M16
8-M16 
8-M16 
8-M20 
8-M20 

12-M20 
12-M20 
16-M20 
16-M24 
20-M24 
20-M24 
20-M27 
20-M27 

24-M27 

24-M30 

28-M30 

28-M33 

28-M33 

32-M36 
36-M39

d
Ø18
Ø18
Ø18
Ø18 
Ø18 
Ø23 
Ø23 
Ø23 
Ø23 
Ø23 
Ø27 
Ø27 
Ø27 
Ø30 
Ø30 

Ø30 

Ø33 

Ø33 

Ø36 

Ø36 

Ø39 
Ø30

H1
260
292
320
358
395
450
532
670
758
857
946

1023
Gear
Gear
Gear

Gear

Gear

Gear

Gear

Gear

Gear
Gear

L
53 
53 
55 
55 
62 
62 
62 
75 
75 
82 
82 
95 
95 

125 
125 
125 
138 
138 
138 
159 
159 
166 
181  

D
152 
178 
191 
229 
216 
279 
343 
406 
483 
533 
597 
635 
699 
750 
813 
870 
927 
985 

1060 
1110 
1170 
1240 
1290 

D1
121 
140 
153 
191 
186 
242 
299 
362 
432 
476 
540 
578 
635 
692 
750 
806 
864 
914 
978 

1029 
1086 
1149 
1200 

D2
92 

105 
127 
157 
260
216 
270 
324 
381 
413 
470 
533 
584 
641
691
749
800
857
914
965

1022
1073
1124

D0
180
200
200
240
260
280
300
320
350
400
450
500
500

- 
- 
- 
- 
- 
- 
- 
- 
- 
- 

N-Th
4-5/8”
4-5/8”
4-5/8” 
8-5/8” 
8-3/4” 
8-3/4” 
8-3/4” 

12-7/8” 
12-7/8” 

12-1” 
16-1” 

16-1 1/8” 
20-1 1/8” 
20-1 1/4” 
20-1 1/4” 
24-1 1/4” 
28-1 1/4” 
28-1 1/4” 
28-1 1/2” 
32-1 1/2” 
32-1 1/2” 
32-1 1/2” 
36-1 1/2” 

d
Ø19
Ø19
Ø19 
Ø19 
Ø22 
 Ø22 
Ø22 
Ø25 
Ø25 
Ø29 
Ø29 
Ø32 
Ø32 
Ø35 
Ø35 
Ø35 
Ø35 
Ø35 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41  

H1
260
292
320
358
395
450
532
670
758
857
946
Ø32 
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear

Weight (Kg)

MAIN EXTERNAL DIMENSIONS (MM)
DIN2632, PN10 NPS (INCH), CLASS 150
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SKV65 -TYPE

MSS-SP-81 SLURRY KNIFE GATE VALVE
BI-DIRECTIONAL.
WAFER
CLASS (150) # 

FEATURES:
* Full bore body may allow pipeline cleaning. 
* Easy Installation, Light with Strong yoke design.
* Bi-Directional, Drop tight Shut off.
* On-Line Replaceable Slurry Sleeves.
* Splash Guard for flushing the sediment accumulated 
during the valve normal operations. 
* Highly used in Sugar Plant, Mining, Wastewater 
treatment plants.
Power plants, Pulp and Paper.
* Excellent Cost Vs Development.

SPECIFICATIONS:
* Design Standard: 
- MSS-SP-81. 2” through 24” in size.
- Sizes above 24” are subject to the to the individual 
Manufacturer’s -Customer, internal design 
specifications and Testing.
* Face to face: 
- MSS-SP-81
* End Connections:
- Wafer:
•ASME B16.5/ASME B16.47-A, ANSI 150 LB
•DIN2632, PN10
* Test : MSS-SP-81, API 598
* Quality Certificate: EN 10204-3.1, MATERIALS AND 
TEST CERTIFICATE.

HOW TO ORDER

SIZE RATINGS END CONN BODY MATL   SEAT MATL   ACTUATOR

- - - - -SKV65 -

(2   –   4)”  .................20 Bar
(5  –    8)”  .................16 Bar
(10 – 40)” ..................10  Bar

MATERIALS  
BODY
YOKE
GATE
STEM 
SEAT
PACKING
ACTUATOR

Working Pressure: 

BOTTOM COVER.
BODY
SEAT
DISC (GATE)
SEAT FLANGE
PACKING
PACKING GLAND
STEM HOLDER

Q235(Cr.D
GGG40, WCB

EPDM/ NR
304SST, 316SST,316L, F55, F53,2205, AISI310,

EPDM + STEEL.
EPDM/ GRAPHITE/HIGH WATER BASED

Q235(Cr.D)
WCB

PART            PARTS & MATERIALS
1
2
3
4
5
6
7
8

STEM
YOKE
YOKE HEAD
HAND WHEEL
STEM NUT
NUT
FLUSH PIPE

BOLT & NUT

2CR13/AISI 420/ SS304/

GGG40/WCB
GGG40
BRASS
Q235(CR.D)
Q235(CR.D)

Q235(CR.D)

FE+ZN/SS304

PISTON ROD

SWITCH
SOLENOID MOUNTING

CYLINDER
SOLENOID VALVE
FILTER
FLUSH PIPE.

45#+CR

COMPLETE UNIT
Q235(CR.D)

COMPLETE UNIT
COMPLETE UNIT
COMPLETE UNIT
Q235(CR.D)

HAND WHEEL OPERATOR PNEUMATIC OPERATOR
9

10
11
12

13
14
15
16
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2
2-1/2

3
4
5
6
8

10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40

50
65
80

100
125
150
200
250
300
350
400
450
500
550
600

700

800

900

1000

L
172 
172 
172 
172 
174 
174 
180 
220 
255 
255 
281 
305 
350 

369 

372 

405 

480 

535 

D
165 
185 
200 
220 
250 
285 
340 
395 
445 
505 
565 
615 
670 

780 

895 

1015 

1115 

1230 

D1
125 
145 
160 
180 
210 
240 
295 
350 
400 
460 
515 
565 
620 

725 

840 

950 

1050 

1160 

D2
99

118
132
156
184
211
266
319
370
429
480
530
582

682

794

901

1001

1112

D0
180
200
200
240
260
280
300
320
350
400
450
500
500

-
- 

- 

- 

- 

- 

N-Th
4-M16
4-M16
8-M16
8-M16 
8-M16 
8-M20 
8-M20 

12-M20 
12-M20 
16-M20 
16-M24 
20-M24 
20-M24 
20-M27 
20-M27 

24-M27 

24-M30 

28-M30 

28-M33 

d
Ø18
Ø18
Ø18
Ø18 
Ø18 
Ø23 
Ø23 
Ø23 
Ø23 
Ø23 
Ø27 
Ø27 
Ø27 
Ø30 
Ø30 

Ø30 

Ø33 

Ø33 

Ø36 

H1
260
292
320
358
395
450
532
670
758
857
946

1023
Gear
Gear
Gear

Gear

Gear

Gear

Gear

L
172 
172 
172 
172 
174 
174 
180 
220 
255 
255 
281 
305 
350 

369 

372 

405 

480 

535 

D
152 
178 
191 
229 
254 
279 
343 
406 
483 
533 
597 
635 
699 

813 

927 

1060 

1170 

1290 

D1
121 
140 
153 
191 
216 
242 
299 
362 
432 
476 
540 
578 
635 

750 

864 

978 

1086 

1200 

D2
92

105
127
157
186
216
270
324
381
413
470
533
584

691

800

914

1022

1124

D0
180
200
200
240
260
280
300
320
350
400
450
500
500

-
-
-
-
-
-
-
-
-
-

N-Th
4-5/8”
4-5/8”
4-5/8” 
8-5/8” 
8-3/4” 
8-3/4” 
8-3/4” 

12-7/8” 
12-7/8” 

12-1” 
16-1” 

16-1 1/8” 
20-1 1/8” 
20-1 1/4” 
20-1 1/4” 
24-1 1/4” 
28-1 1/4” 
28-1 1/4” 
28-1 1/2” 
32-1 1/2” 
32-1 1/2” 
32-1 1/2” 
36-1 1/2” 

d
Ø19
Ø19
Ø19 
Ø19 
Ø22 
 Ø22 
Ø22 
Ø25 
Ø25 
Ø29 
Ø29 
Ø32 
Ø32 
Ø35 
Ø35 
Ø35 
Ø35 
Ø35 
Ø41 
Ø41 
Ø41 
Ø41 
Ø41 

H1
260
292
320
358
395
450
532
670
758
857
946
Ø32 
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear
Gear

Weight (Kg)

MAIN EXTERNAL DIMENSIONS (MM)
DIN2632, PN10 NPS (INCH), CLASS 150



15

A Tradition of Quality

Our passion is to develop 
solutions for difficult situations in 
Industrial Applications, no matter 

how large or small the project.

“Serving the world, one project at a time”


